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NOTICE

Every attempt has been made to make this manual complete, accurate and up-to-date. However,
all information contained herein is subject to change due to updates and design modifications.
All inquiries concerning this manual should be directed to REINCO INC.

CAUTION: The following information is
IMPORTANT to the HEALTH and SAFETY of
your employees. Please READ, take ACTION and
FILE this document for future reference. Ask for
additional copies if required.

Study this manual carefully before
attempting to operate the machinery.

This safety alert symbol is used to call your attention to instructions concerning your
personal safety. Federal law requires you to explain the safety and operating
instructions furnished with this machine to all employees before they are
allowed to operated the machine. These instructions must be repeated to the
employees at the beginning of each season. Be sure to observe and follow these
instructions for you and your employee's safety.

instructions we consider important to insure long trouble-free operation of this

This symbol is used to draw attention to those operational and maintenance
[@:machine.

CALIFORNIA
PROPOSITION 65 WARNING

DIESEL ENGINE EXHAUST AND SOME OF ITS
CONSTITUENTS ARE KNOWN TO THE STATE OF
CALIFORNIA TO CAUSE CANCER, BIRTH
DEFECTS AND OTHER REPRODUCTIVE HARM.

INITIAL RELEASE 1/96
PN 0500920
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AMESSAGE FROM REINCO

Getting the most out of your new HG-5SH HYDROGRASSER should be within the reach of an inexperienced
operator in a few hours. The purpose of this manual is to minimize start up difficulties and acquaint the new owner
with recommended operating procedures and techniques. The following pages also include information on parts,
service and accessories to help in making your new machine a versatile and profitable investment.

Your new REINCO HYDROGRASSER represents the culmination of over thirty five years of expertise
embodying field feedback, innovative design and manufacturing experience. Functional simplification and
avoidance of mechanical complexities have been prime engineering objectives throughout this time. The benefits to
be realized will be years if trouble free performance with minimum attention and maintenance.

Every operator and foreman should read this booklet and familiarize himself with theoperational and

@ mechanical aspects described. Some of the following commentary may appear to be obvious, but at the
expense of being repetitive or assuming certain basics, this will serve as a guide for both owners and
operators not acquainted with tacking procedures as well as providing instructions on the detailed
operation of your new unit.

This manual is provided to ship with new units manufactured at the date of this document's revision. It is
@ also supplied as a reference guide for units of similar construction, manufactured under prior

designs. Some parts, options, engines, etc., may not be, or may not have been, available at the time of

production of your machine. Contact REINCO for cost and availability of any requested upgrades.

All references made to engines, apply to the KOHLER Command Series CH20S engine only. Owners of

@3 equipment with other power plants should consult the appropriate engine manufacturer's literature for
applicable detailed information.

We at REINCO welcome this opportunity to be of service to you and wish to express our appreciation for the
confidence extended by your selection of REINCO mulching and seeding equipment.
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WHAT IS HYDROGRASSING

HYDROGRASSING has emerged as one of the most practical methods of establishing ground cover, particularly on slopes and
difficult access areas. Because of the varied slurry capabilities, prepared ground surfaces can be covered in a single pass, thereby
realizing a significant labor savings.

In basic concept, HYDROGRASSERS are mobile slurry generators which satisfy the needs of professional landscape or
reclamation contractors. The concept of hydraulic grassing was researched by the Connecticut Department of Highways prior to
World War II. Thereafter, developments followed making the technique more practical.

The early units combined earth, peat, seed and water to produce a slurry which was then applied to slopes from an elevated
platform through a boom and spray nozzle mechanism. This seeding process evolved to a degree which the industry is now
highly committed.

It is our understanding, that these original units employed a diaphragm mud pump to develop spray pressure with a separate
propeller blade mixer installed to agitate the granular solids. Each had its own gasoline engine drive resulting in a combersome
and maintenance prone arrangement requiring skilled and highly trained operators.

The present day REINCO HYDROGRASSER is a far cry from the early prototypes. Gone are the multiple engines, the
antiquated horizontal agitators and the necessity of having a master mechanic's background for operational reliability.
Simplicity, without sacrificing performance, has been REINCO's prime development concept over the years. This credo has
proven its merit since the first hydraulically agitated seeder was built back in 1960,

REINCO's exclusive HYDRO-JET mixing system
generates a powerful and concentrated stream of water
supplied from a common mixing manifold. This
stream continuously flushes over and across the tank
carrying the entrained materials up to the surface and
then drift downward, thereby producing a well
distributed homogeneous slurry. The benefits to be
realized, in addition to performance, produces
dividends year after year with reduced maintenance.

To provide a sense of productivity, the HG-5H carries
a nominal rating of 1 acre per hour. This rating
includes mixing, transporting and disharge
(application ) times. Having a 500 gallon working
volume the effective coverage is up to one acre, at
distances up to 180 ft. (with additional hoses).
Depending on mulch requirements, using processed
fiber, this machine will have up to 8,000 sq. foot
coverage potential.

The HG-5H HYDROGRASSER can be used for tacking over hay or straw mulched jobs, as well as remote watering of newly
seeded and landscaped areas. Patch-up or reworked washouts can be effectively handled.
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REINCO MODEL HG-5H
HYDROGRASSER

SAFETY
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HYDROGRASSER SAFETY OVERVIEW

‘ Personnel responsible for your Hydrograsser training program, maintenance, and operations must read and
understand this safety manual and operator's manual. No one should set up, operate or maintain a
§ Hydrograsser until they understand it, its operation and know how to do their job safely.

RECOGNIZE SAFETY INFORMATION

This is the safety alert symbol. When you see it in your operations manual, be alert to the potential for
personal injury.

Follow recommended precautions and safe operating practices.

UNDERSTAND SAFETY WORDS

A signal word - DANGER, WARNING, or CAUTION - is used to & DANGER
identify a potential for serious injury. DANGER identifies the most & . . B’ BAl
serious hazards. ___p@ T ™ o & WAI\RQ%G
DO NOT OPERATE WITHOUT
KEEP CLEAR OF MOVING ROTATING MACHINI
DANGER or WARNING safety signs are located near specific hazards. KEEP BALE TIES FROM ENTERING BEATER mmr:mcumaeumn IPLACE
General precautions are listed on CAUTION safety signs. CAUTION "E’L‘%'A'ﬁ'éﬁﬁ'é”k’ﬁémgﬁ
also calls attention to safety messages in this manual and your operations = A CAUTION
manual. DO NOT OPERATE THIS MACHINE
UNTIL TRAINED AND FAMILAR
JWITH ITS OPERATION AND SAFETY

FOLLOW SAFETY INSTRUCTIONS

Carefully read this safety manual and all safety messages in your operations manual on your Hydrograsser.

- Keep safety signs in good condition. Replace missing or damaged safety signs. Be sure new equipment
components and repair parts include current safety signs and safety guards. Replacement safety signs and
guards are available from your Reinco dealer or directly from Reinco.

Learn how to operate the machine and how to use the controls properly. Do not let anyone operate without
instruction.

Keep your machine in proper working condition. Unauthorized modifications to the machine may impair the
function and/or safety and affect machine life.

800-526-7687 If you do not understand any part of this manual and need assistance, contact Reinco directly.

CONCENTRATE ON YOUR JOB

aydreaming, worrying about other problems or other improper operation of a machine could cripple you for

life. Operating a Hydrograsser requires your complete attention. Talking, joking or participating in or

. Watching horseplay could result in physical injury to you . . . and that's not something to joke about. So
>watch what you are doing and concentrate on your job.
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KEEP CLEAR OF THE WORK AREA

The purpose of a Hydrograsser is to mix and discharge the processed slurry away
trom the machine. The Hydrograsser utilizes a powerful engine which turns a main
pump shaft at high speed to produce the agitation and spray pressures required to
process the slurry. It is obvious that this same capacity will sever arms, hands,
fingers or any other part of the body that is in the work area when the machine is
activated.

Additionally, the discharge is capable of sparying slurry in excess of 35 feet. The
machine's discharge is powerful enough to dislodge pebbles, stones or other debris
which may cause eye injury.

The person responsible for activating the machine is the primary operator. It is his responsibility to see not only that his own
body is clear of the work area and all moving parts, but that his co-workers are clear also and are entirely visible in a safe
location before activating the machine.

During set-up, maintenance or other work on the machine which requires manipulation within the tank, pump, engine or other
work area, the engine run switch should be 'OFF",

WEAR PROTECTIVE CLOTHING

Protect your eyes from blowing chaff as well as rocks and other foreign debris found in some materials. Use
approved impact resistant eye wear.

/
‘A

} As the conditions dictate, the use of respirators to protect you from inhaling nuisance dust is recommended.

Construction equipment is noisy. Prolonged exposure to loud noise can cause impairment or loss of hearing.
Use approved ear protection to control this hazard.

Reflective gear and hard hats may also be necessary depending on your job site.

PRACTICE WORK AREA SAFETY RULES

The location of your job site will demand that additional safety practices be implemented. ‘
Always follow the applicable OSHA regulations.

While working on road sides and interstate highways, insure that appropriate strobes, § ’
flashers and other warning devices are installed on all vehicles as required by law. All
workers should be wearing high visibility reflective vests. Anti-crash vehicles should be
employed when appropriate. The use of barriers and flagmen is suggested. Be aware of
the traffic flow and use caution to avoid discharging towards vehicles.

Since the Hydrograsser may be used at a variety of locations (strip mines, coal storage areas, land fills, refineries, power plants,
and protected wilderness areas) it is imperative to contact the appropriate safety official or regulating agency to obtain
information regarding any special safety considerations on specific job sites.

FIRE IS ALWAYS A POSSIBILITY

The potential for fire always exists. The combination of fuels, heat from engines,and some materials increase
Fe— the risk. Have a fire extinguisher near the work area. Learn to look for it before you begin working.

Always keep the machine clean of chaff and debris.
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NEATNESS IS IMPORTANT

‘ Keep the floor of your work area clear of bales or flakes of mulch, twine, scrap and trash that could cause you
to stumble. Falling or slipping can result in painful or perhaps even fatal injuries.

Put all fuel, tools and other equipment away when you are not using them. Even a screwdriver can be deadly
if Ieft on an enclosure of the machine.

CLEAN AS YOU GO

o)

. - Packaging, when removed, should be disposed of immediately in a container away from the
]HU[ Hydrograsser. That loose piece of twine or debris around the machine could cause you to fall and cause
injury.

MATERIALS HANDLING IS IMPORTANT

When cutting and removing packaging from a mulch bale or opening other
materials, the handler must make sure that the wrap is not pulled or
dropped into the machine. Loose twine can wrap around a shaft and pull
an arm or hand into the machine. It is capable of cutting through fingers.
Knives can be extremely dangerous. Never reach into any rotating area of
the machinery.

It takes only a fraction of a second to lose fingers. Pay attention to your
fingers,debris, and the moving equipment when handling packaging.

VIBRATION IS A WARNING SIGN

A rotation unbalance of any sort will become obvious in the form of vibration. Vibration is an
important warning sign of impending mechanical failure. Instruct all users of your equipment to
report unusual vibration at the onset.

PRACTICE SAFE MAINTENANCE

Understand service procedure before doing work. Keep area clean and dry.

— Never lubricate, service or adjust machine while it is running. Keep hands, feet and clothing away
from moving or power driven parts. Disengage all power and operational controls, and relieve
pressure. Stop engine and allow machine to cool.

Keep all parts in good condition and properly installed. Fix damage immediately. Replace worn or
broken parts. Remove any build-up of grease, oil or debris.
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