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SHIPMENT AND DELIVERY

Machines shipped from the factory are routinely started, adjust-
ed and inspected. A performance test simulating field conditions
is not practical to conduct on a production basis. Under no cir-
cumstance, however, is a unit passed for delivery that is damaged
or inoperative.

The purpose of this message is to advise the new owner, and in
particular the receiving person to inspect the machine thoroughly
to determine if any in-transit damage has occured. If indications
of such are apparent, procedures must be initiated that do not
involve Reinco. ‘

Normally, shipments go forward via contract or common carrier.
Customer preference, may on occasion, call for direct factory
pick-up. In any case, prior to signing for and accepting a new
machine, follow these suggested guidelines:

DO NOT SIGN A RECEIPT, SHIPPING BILL OR "PRO'" STATE-
MENT UNTIL A VISUAL INSPECTION IS MADE. SHOULD "IN-
TRANSIT'" MISHANDLING ABUSE BE EVIDENT, FULLY DESCRIBE
IN WRITING ON THE RECEIPT FORM. TO VALIDATE, HAVE THE
DELIVERING DRIVER SIGN AS AN ACKNOWLEDGEMENT.

The procedure for handling damage claims 1nvolves com-
pleting forms supplied by the carrier. After sub-

mission for reimbursement, the processing takes several
months. The shipper has no control of this paper work.

Be aware of the fact that the liability of back charges
for restitution lies with the delivering carrier.
Safekeeping of the machine passes from Reinco, Inc. to the
carrier at the point of pick-up.

If repairs are extensive enough to require replacements, Reinco's
Parts and Service Department can be counted on to extend every
effort to expedite orders, minimize delays, and assist in getting
the machine back in satisfactory operation.






Operating Speed of 2100 to 2200 RPM is recommended. Excess of
this range is not in good judgement. Refer to engine manuals
to determine and set operating speed with governor controls.
Extend throttle and lock at this speed allowing to run for five
minutes.

Disengage Clutch prior to stopping and allow engine to idle for
about five minutes before turning off.
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