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MESSAGE FROM REINCO
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MULCHING

DEFINITION

What does the word "MULCH" bring to mind? Dces it have the
same connotation ta all users? At REINCO, the terminology

of POWER MULCHER describes a device to thrash bales of hay

or straw into short lengths. "POUER™ refers to the dynamic
energy of the processing dried compacted grain stalks, or
field grass, to an unbaled state. "MULCH, "™ then is defined
as a blanket of these stalks evenly placed on prepared

. ground surfaces in lengths of 4 to 10 inches (average 6 to 7)
overlapping and intertwining, forming a mat, thereby providing
a micro-climate for seed germination.

The MBOC Pouwer Mulcher can blow thrashed mulch ranging as far
as 90 to 95 feet in still air, depending on bulk and

moisture content, to form a protective ground cover.

Common applications vary from 1-1/2 to 2 tons of mulch

per acre; sometimes going to 6 and abaove. Too much mulch is
not necessarily better. A compromise must normally be
established relating to economy and results when specifications
are wuritten for the particular job.

Mode]l MB8OC is nominally rated at 15 tons per hour. If dry
bales weighing 50 pounds each are used, 10 bales a minute can
be bloun. Conversely, only 5 bales weighing 100 pounds each
would be required to satisfy the same capacity.

In practical terms, the machine can handle bales at almost
any rate delivered to the feed tray, provided it is dry
and not infused with obstructions. A common trailer load
of 12 to 14 tons can be directly off loaded in about 45
minutes. '






